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Customized LCM
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LM150HW1

15” 1024x768 High Brightness Customized LCM

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Color Active Matrix Liquid Crystal Display composed 

of a TFT-LCD display;

Screen Diagonal 15 inch

1600 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 2500:1

Viewing Angle: L/R = 88°°°°/88°°°°, U/D =88°°°°/88°°°°

Response time: 8ms (typ.);

LED life time: 50000 hrs.

Display Resolution 1024 x 768  XGA

Active Display Area (mm) 304.1(H) x 228.1(V)

Frame Rate  (Hz) 55~70

Horizontal Scan (Hz) /

Vertical Refresh (Hz) /

Dimension (W x H x D) mm 326.5(W) x 253.8(H) x 13.94(D)

Weight （（（（kg) 1.5kg

Power Consumption Max: 45W

Input Rating 24V/2.5A

Enviroment
Operating Temperature : 0~60°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

� 15” 1024x768 resolution panel

� Long LED life time: 50,000 hrs.

� High brightness 1,600 cd/m2 (typ.)

� High contrast 2500:1

� 0~60 °°°°C Wide operating temperature

� Application: Kiosk, Outdoor

Released date: 2021-03
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LM190H01

19” 1280x1024 High Brightness Customized LCM

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

19” diagonal screen size;

1200 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 85°°°°, U/D = 80°°°°;

Response time: 10ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1280 x 1024  SXGA

Active Display Area (mm) 376.32(H) x 301.06 (V)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) /

Vertical Refresh (Hz) /

Dimension (W x H x D) mm 420(W) x 334(H) x 14(D)

Weight （（（（kg) 2.9kg

Power Consumption Max. 25.4W

Input Rating 12V/3.33A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 19” 1280x1024 resolution panel

� Long LED life time: 50,000 hrs.

� High Brightness 1200 cd/m2

� 0~40 °°°°C operating temperature

� Application: Kiosk, Outdoor

Released date: 2021-03
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Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;(Portrait)

31.5” diagonal screen size;

2000 cd/m2 (typ.) brightness;

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 10ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080

Active Display Area (mm) 698.4(W) x 392.9(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 60

Vertical Refresh (Hz) 67.5K

Dimension (W x H x D) mm 725(W) x 425(H) x 27(D)

Weight(kg) 4KG

Enviroment
Operating Temperature : -20~50°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

31.5” FHD Customized LCM 

High Brightness and wide temperature operating support

� 31.5” 1920x1080 resolution panel

� High Brightness 2000 cd/m2

� -20~50 °°°°C wide operating temperature

� Application: Kiosk, Outdoor

Released date: 2021-03
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Open Frame
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10.1 ” 1280x800 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

10.1” diagonal screen size;

350 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 800:1

Viewing Angle: L/R = 85°°°°, U/D = 85°°°°;

Response time: 25ms (typ.);

LED life time: 15,000 hrs.

Display Resolution 1280 x 800

Active Display Area (mm) 216.96(W) x 135.6(H)

Frame Rate  (Hz) 54.7~60

Horizontal Scan (Hz) 31.5K~49.7K

Vertical Refresh (Hz) 56~60

Dimension (W x H x D) mm 244.5(W) x 178.42(H) x 39.5(D)

Weight(kg) 1.00 ±0.10
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
10.94W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/0.95A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 10.1” 1280x800 resolution panel

� 0~40 °°°°C operating temperature

� Dual signal interfaces with HDMI and VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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10.4 ” 800x600 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

10.4” diagonal screen size;

400 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 700:1

Viewing Angle: L/R = 80°°°°, U/D = 70°°°°;

Response time: 16ms (typ.);

LED life time: 30,000 hrs.

Display Resolution 800 x 600

Active Display Area (mm) 211.2(W) x 158.4(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~60K

Vertical Refresh (Hz) 60

Dimension (W x H x D) mm 267(W) x 205(H) x 34.5(D)

Weight (kg) 1.15 ±0.10
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
7.76 W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/0.65A

Enviroment
Operating Temperature : 0~60°°°°CCCC
Storage Temperature ：-10~70°°°°CCCC

� 10.4” 800x600 SVGA resolution panel

� 0~60 °°°°C Wide operating temperature

� Dual signal interface with HDMI and 

VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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15 ” 1024x768 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

15 ” diagonal screen size;

300 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 2000:1

Viewing Angle: L/R = 88°°°°, U/D = 88°°°°;

Response time: 23ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1024 x 768

Active Display Area (mm) 304.1(W) x 228.1(H)

Frame Rate  (Hz) 55~76

Horizontal Scan (Hz) 31.5K~60K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 297.5(W) x 190.5(H) x 43.3(D)

Weight (kg) 1.85 ± 0.10 
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
12.66W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/1.1A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

� 15” 1024x768 resolution panel

� Long LED life time: 50,000hrs

� High Contrast 2000:1

� 0~60 °°°°C Wide operating temperature

� Dual signal interface with HDMI and VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03

OP150N01



OP150N01
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15.6 ” 1366x768 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

15.6 ” diagonal screen size;

500 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 600:1

Viewing Angle: L/R = 80°, U/D = 80°;

Response time: 3ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1366 x 768

Active Display Area (mm) 344.232(W) x 193.536(H)

Frame Rate  (Hz) 50~76

Horizontal Scan (Hz) 31.5K~80K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 328.5(W) x 257.5(H) x 42.51(D)

Weight(kg) 0.72 ± 0.10 
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
17.1W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/1.45A

Enviroment
Operating Temperature : 0~60°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 15.6” 1366x768 resolution panel

� Long LED life: 50,000 hrs.

� 0~60 °°°°C Wide operating temperature

� Dual signal interface with HDMI and 

VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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18.5 ” 1366x768 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

18.5 ” diagonal screen size;

300 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 85°°°°, U/D = 80°°°°;

Response time: 1.5ms (typ.);

LED life time: 50,000 hrs;

Display Resolution 1366 x 768

Active Display Area (mm) 409.8(W) x 230.4(H)

Frame Rate  (Hz) 50~75

Horizontal Scan (Hz) 31.5K~80K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 432.37(W) x 256.9 (H) x 42.51 (D)

Weight(kg) 1.58 ± 0.10 
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
23.2W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/1.95A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 18.5” 1366x768 resolution panel

� Long LED life: 50,000 hrs.

� 0~40 °°°°C operating temperature

� Dual signal interface with HDMI and VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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19 ” 1280x1024 Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

19 ” diagonal screen size;

400 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 14ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1280 x 1024

Active Display Area (mm) 374.784(W) x 299.827(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~80K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 407(W) x 332(H) x 45(D)

Weight(kg) 4.0 ±0.10 
Input Signal DP; HDMI; DVI-I

I/O Connectors DP; HDMI; DVI-I; 12V DC-In

Power Consumption
25W Full Mode；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/3.33A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

EMC / Safety CE/FCC/BSMI/CB/UL

� 19” 1280x1024 resolution panel

� Long LED life time: 50,000 hrs.

� 0~40 °°°°C operating temperature

� Multiple signal interface with DP, HDMI, 

and DVI-I

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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21.5 ” FHD Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

21.5” diagonal screen size;

350 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 12ms (typ.);

LED life time: 50,000 hrs;

Display Resolution 1920 x 1080

Active Display Area (mm) 476.064(W) x 267.786(H)

Frame Rate  (Hz) 49~76

Horizontal Scan (Hz) 31.5K~90K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) 

mm
537.4(W) x 288(H) x 62.6 (D)

Weight(kg) 4.70±0.10

Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
18.82W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/1.57A

Enviroment
Operating Temperature : 0~60°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 21.5” 1920x1080 resolution panel

� Long LED life time: 50,000 hrs

� 0~60 °°°°C Wide operating temperature

� Dual signal interface with HDMI and VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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23.8 ” FHD Open Frame

* Please note the product specifications are subject to change without notice 11

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

23.5” diagonal screen size;

400 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 14ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080

Active Display Area (mm) 527.04(W) x 296.46(H)

Frame Rate  (Hz) 49~76

Horizontal Scan (Hz) 31.5K~90K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 554.8(W) x 370(H) x 58.3(D)

Weight(Kg) 5.14±0.10

Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
27.5W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/2.3A

Enviroment
Operating Temperature : 0~50°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 23.8” 1920x1080 resolution panel

� Long LED life time: 50,000 hrs.

� 0~50 °°°°C Wide operating temperature

� Dual signal interface with HDMI and VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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27” FHD Open Frame

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

27” diagonal screen size;

300 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°, U/D = 89°;

Response time: 12ms (typ.);

LED life time: 30,000 hrs.

Display Resolution 1920 x 1080

Active Display Area (mm) 596.736(W) x 335.664(H)

Frame Rate  (Hz) 50~75

Horizontal Scan (Hz) 31.5K~90K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 622(W) x 386(H) x 58.3(D)

Weight(Kg) 5.05±0.10
Input Signal HDMI; VGA

I/O Connectors HDMI; VGA; Audio-In; 12V DC-In

Power Consumption
25.1W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/2.1A

Enviroment
Operating Temperature : 0~50°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

� 27” 1920x1080 resolution panel

� 0~50 °°°°C Wide operating temperature

� Dual signal interface with HDMI and 

VGA

� Low power consumption

� Application: Kiosk

Released date: 2021-03
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31.5” FHD High Brightness, High Contrast 

Open Frame

* Please note the product specifications are subject to change without notice 14

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;(Portrait)

31.5” diagonal screen size;

500 cd/m2 (typ.) brightness;

Contrast ratio: 3000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 8ms (typ.);

LED life time: 30,000 hrs.

Display Resolution 1080 x 1920

Active Display Area (mm) 392.85(W) x 698.4(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 60

Vertical Refresh (Hz) 67.5K

Dimension (W x H x D) mm 444.25(W) x 874.3(H) x 15.8(D)

Weight(kg) 6.6 ± 0.5

Input Signal HDMI

I/O Connectors HDMI; DC in

Power Consumption
65W Typ.；
1W sleep mode;

Enviroment
Operating Temperature : 0~50°°°°CCCC
Storage Temperature ：-10~50°°°°CCCC

� 31.5” 1080x1920 Resolution panel

� High Contrast ratio 3000:1

� High Brightness 500 cd/m2

� 0~50 °°°°C wide operating temperature

� HDMI signal interface

� Application: Kiosk

Released date: 2021-03
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Appearance & Dimensions
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31.5” FHD High Brightness, High Contrast 

Open Frame

� 31.5” 1920x1080 LED panel

� High Contrast ratio 3000:1

� High Brightness 500 cd/m2

� 0~40 °°°°C operating temperature

� HDMI signal interface

� Application: Kiosk, Outdoor

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

31.5” diagonal screen size;

500 cd/m2 (typ.) brightness;

Contrast ratio 3000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 8ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080  FHD

Active Display Area (mm) 698.4(H) x 392.85 (V)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~91K

Vertical Refresh (Hz) 56~85

Dimension (W x H x D) mm 757.1(W) x 450(H) x 63.4(D)

Weight （（（（kg) TBC

Input Signal HDMI

I/O Connectors HDMI,+24V/Power 

Power Consumption

Full Mode: 76W

Sleep Mode: 4W

Off Mode: 1W 

Input Rating 24V/5A

Enviroment
Operating Temperature : 0~40℃

Storage Temperature ：-10~60℃

EMC&Safety /

Released date: 2021-03
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27” FHD open frame 

High Brightness and wide temperature 

operating support

* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;(Portrait)

27” diagonal screen size;

700 cd/m2 (typ.) brightness;

Contrast ratio 1000:1

Viewing Angle: L/R = 89°, U/D = 89°;

Response time: 14ms (typ.);

LED life time:30,000 hrs.

Display Resolution 1080 x 1920

Active Display Area (mm) 337.14(W) x 598.6(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 83.25K

Vertical Refresh (Hz) 75

Dimension (W x H x D) mm 422.62(W) x 727.72(H) x 71(D)

Weight(Kg) 16.6±0.20
Input Signal VGA; DP

I/O Connectors VGA; DP; USB-B; 12V DC-In

Power Consumption
80W Max；
0.5W sleep mode;

0.5W  off mode;

Input Rating 12V/6.7A

Enviroment
Operating Temperature : -20~70°°°°CCCC
Storage Temperature ：-20~70°°°°CCCC

� 27” 1080x1920 resolution panel

� High Brightness 700 cd/m2

� -20~70 °°°°C wide operating temperature

� Dual signal interface with DP and VGA

� Application: Kiosk, Outdoor

Released date: 2021-03
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Issued date: 2019-09-10

* Please note the product specifications are subject to change without notice 14

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;(Portrait)

31.5” diagonal screen size;

2000 cd/m2 (typ.) brightness;

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 10ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1080 x 1920

Active Display Area (mm) 392.9(W) x 698.4(H)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 60

Vertical Refresh (Hz) 67.5K

Dimension (W x H x D) mm 479.1(W) x 785.6(H) x 155(D)

Weight(kg) 20.00 ± 0.20

Input Signal HDMI; DVI; RS232 IN

I/O Connectors HDMI; DVI; RS232 IN; USB-B

Power Consumption
306W Max；
0.5W sleep mode;

0.5W  off mode;

Input Rating 100-240V~, 3.41A, 50-60Hz

Enviroment
Operating Temperature : -20~50°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

31.5” FHD open frame 

High Brightness and wide temperature 

operating support

� 31.5” 1080x1920 resolution panel

� High Brightness 2000 cd/m2

� -20~50 °°°°C wide operating temperature

� Multiple signal interface with HDMI, 

DVI and RS232 IN

� Application: Kiosk, Outdoor

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

15” diagonal screen size;

300 cd/m2 (typ.) brightness;

Contrast ratio 2000:1

Viewing Angle: L/R = 88°°°°, U/D = 88°°°°;

Response time: 23ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1024 x 768  

Active Display Area (mm) 304.1(H) x 228.1(V) 

Frame Rate  (Hz) 55~76

Horizontal Scan (Hz) 31.5K~60K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 297.5(W) x 190.5(H) x 43.3(D)

Weight （（（（kg) 2.7kg (typ.)
Input Signal HDMI, VGA

I/O Connectors HDMI; VGA; Audio-In; USB; 12V DC-In

Power Consumption
Full Model: 20W

Sleep mode(DC): 0.5W

Input Rating 12V/3.3A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

EMC&Safety FCC/CE/VCCI/CB/UL/cUL

15” 1024x768 Touch Display 

� 15” 1024x768 resolution panel

� High contrast ratio 2000:1

� 10-point touch display

� 0~40 °°°°C operating temperature

� Dual signal interface with HDMI and VGA

� Application: POS, Medical

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

15.6 ” diagonal screen size;

500 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 800:1

Viewing Angle: L/R = 80°, U/D = 75°;

Response time: 13ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080

Active Display Area (mm) 344.232(W) x 193.536(H)

Frame Rate  (Hz) 50~60

Horizontal Scan (Hz) 31.5K~80K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 388(W) x 244 (H) x 40 (D)

Weight(kg) 1.76 ± 0.10(w/o stand) 
Input Signal DP; VGA

I/O Connectors 12PUSB; DP; VGA; Audio In; 12V DC IN

Power Consumption
24W Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/2A

Enviroment
Operating Temperature : 5~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

15.6” FHD Touch Display 

� 15.6” 1920x1080 resolution panel

� Slim and stylish design

� 10-point touch display

� 5~40 °°°°C operating temperature

� Dual signal interface with DP and VGA

� Low power consumption

� Application: POS

Released date: 2021-03
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Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

21.5” diagonal screen size;

250 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 14ms (typ.);

LED life time: 30,000 hrs.

Contrast ratio 1000 (typ.)

Display Resolution 1920 x 1080  FHD

Native color resolution 16.7M color (6bit + A-FRC)

Active Display Area (mm) 476.064(W) x 267.786(H)

Frame Rate  (Hz) 60

Dimension (W x H x D) mm 537.86(W) x 329.32(H) x 40(D)

Weight （（（（kg) TBD

Membrane switch Power, Menu, Up, Down (4keys)

Input Signal HDMI, DP, VGA

I/O Connectors USB2.0 Type-A; USB2.0 Type-B

Power Consumption

12V/60W,

<2W @ OFF mode,

<2W @ sleep mode

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-25~60°°°°CCCC

* Please note the product specifications are subject to change without notice

21.5” FHD Medical Touch Display

� 21.5” 1920x1080  medical display with 10-point  

multiple touch

� Outstanding image quality and DICOM 

calibrated solution

� Antibacterial  touch and housing

� Low power consumption and fanless cooling

� Signal interface with DP, HDMI, and VGA

� Application: Medical

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

19” diagonal screen size;

400 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 1000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 14ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1280 x 1024  SXGA

Active Display Area (mm) 374.784(H) x 299.827(V)

Frame Rate  (Hz) 55~76

Horizontal Scan (Hz) 31.5K~80K

Vertical Refresh (Hz) 56~75

Dimension (W x H x D) mm 416.78(W) x 341.98(H) x 59(D)

Weight （（（（kg) 5.5Kg (typ.)

Input Signal DVI-I; DP; HDMI

I/O Connectors DP; HDMI; DVI-I;12V DC-in

Power Consumption
Full Mode: 25W

Sleep Mode: 0.5W

Off Mode: 0.5W 

Input Rating 12V/3.33A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-20~60°°°°CCCC

EMC&Safety CE/FCC/BSMI/CB/UL

19” 1280x1024 Display with Cover Glass 

� 19” 1280x1024 resolution panel

� Long LED life time 50,000 hrs.

� 0~40 °°°°C operating temperature

� Multiple signal interface with DP, HDMI, 

and DVI

� Low power consumption

� Application: Medical

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

31.5” diagonal screen size;

500 cd/m2 (typ.) brightness;

Contrast ratio 3000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 8ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080  FHD

Active Display Area (mm) 698.4(H) x 392.85 (V)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~91K

Vertical Refresh (Hz) 56~85

Dimension (W x H x D) mm 759(W) x 454.2(H) x 66.6(D)

Weight （（（（kg) TBC

Input Signal VGA; DVI; DP; HDMI

I/O Connectors VGA; DVI; HDMI; DP;  RS232; USB; Audio; Power 

Power Consumption

Full Mode: 76W

Sleep Mode: 4W

Off Mode: 1W 

Input Rating AC 100-240V,  50-60Hz

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

EMC&Safety
FCC/CE/VCCI/RCM/TUV/cTUVus/CB/CCC/

Circular PSE

31.5” FHD Display with Cover Glass

� 31.5” 1920x1080 resolution panel

� Long LED life time 50,000 hrs.

� High brightness 500 cd/m2

� High Contrast ratio 3000:1

� 0~40 °°°°C operating temperature

� Multiple signal interface with DP, HDMI, DVI, and VGA

� Application: Signage

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

46” diagonal screen size;

700 cd/m2 (typ.) brightness;

Contrast ratio 4000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 6.5ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080  FHD

Active Display Area (mm) 1018.08(H) x 572.67(V)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~91K

Vertical Refresh (Hz) 56~85

Dimension (W x H x D) mm 1086.6(W) x 638.3(H) x 69.1(D)

Weight （（（（kg) 29.6kg (typ.)

Input Signal VGA; DVI; DP; HDMI

I/O Connectors VGA; DVI; HDMI; DP; RS232; USB; Audio; Power 

Power Consumption
Full Mode: 110W

Sleep Mode: 10W

Off Mode: 1W 

Input Rating AC 100-240V,  50-60Hz;

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

EMC&Safety
FCC/CE/VCCI/cTUVus/CB/TUV/CCC/RCM/EAC/

Circular PSE

46” FHD Display with Cover Glass

� 46” 1920x1080 resolution panel

� Long LED life time 50,000 hrs.

� High brightness 700 cd/m2

� High Contrast ratio 4000:1

� 0~40 °°°°C operating temperature

� Multiple signal interface with DP, HDMI, DVI, and VGA

� Application: Signage

Released date: 2021-03
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

Active matrix TFT Color LCD;

55” diagonal screen size;

700 cd/m2 (typ.) brightness;

Contrast ratio 4000:1

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 6.5ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080  FHD

Active Display Area (mm) 1209.6(H) x 680.4(V)

Frame Rate  (Hz) 60

Horizontal Scan (Hz) 31.5K~91K

Vertical Refresh (Hz) 56~85

Dimension (W x H x D) mm 1280(W) x 750(H) x 74.4(D)

Weight （（（（kg) 39kg (typ.)

Input Signal VGA; DVI; DP; HDMI

I/O Connectors VGA; DVI; HDMI; DP; RS232; USB; Audio; Power 

Power Consumption
Full Mode: 150W

Sleep Mode: 10W

Off Mode: 1W 

Input Rating AC 100-240V,  50-60Hz

Enviroment
Operating Temperature: 0~40°°°°CCCC
Storage Temperature: -10~60°°°°CCCC

EMC&Safety
FCC/CE/VCCI/cTUVus/TUV/CB/CCC/RCM/EAC/K

C/E-standby/Circular PSE

55” FHD Display with Cover Glass

� 55” 1920x1080 resolution panel

� Long LED life time 50,000 hrs.

� High brightness 700 cd/m2

� High Contrast ratio 4000:1

� 0~40 °°°°C operating temperature

� Multiple signal interface with DP, HDMI, DVI, and VGA

� Application: Signage

Released date: 2021-03
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AiO Display
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7” 1024x600 ARM AIO Touch Display

Preliminary Product Specification

CPU RK3288, Quad core, 1.8GHz

RAM/EMMC 2G/8G

OS Android 7.1

Touch tech. RTP (Five-Wire Resistive)

LCD Technology

Active matrix TFT Color LCD;

7” diagonal screen size;

320 cd/m2 (typ.) brightness;

Viewing Angle: L/R = 85°, U/D = 85°;

Response time: 28ms (typ.);

LED life time: 20,000 hrs.

Display Resolution 1024(RGB) x 600

Active Display Area (mm) 154.21(W) x 85.92(H) (typ.)

Frame Rate  (Hz) 60

Dimension (W x H x D) mm 173.41(W) x 109.62(H) x 25.9(D)

Weight （（（（kg) TBD

Keypad I/F Reset Button

I/O Connectors
DB-15 (12V and LAN);

USB Type-A

Power Consumption 12V @ 1A; 

Input Rating 12V/0.6A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

* Please note the product specifications are subject to change without notice

� 7” 1024x600 resolution panel

� ARM RK3288 CPU

� Android 7.1

� 10-point multiple touch 

� 0~40 °°°°C operating temperature

� Dual signal interface with USB type A, DB-15

� Application: Kiosk

Released date: 2021-03
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D-SUB Connector & ext DB15 LAN Cable Pin Define
CMC 7” ARM AIO

Dimensions
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* Please note the product specifications are subject to change without notice

Preliminary Product Specification

LCD Technology

15.6 ” TFT Color LCD

500 cd/m2 (typ.) brightness;

Viewing Angle: L/R = 80°, U/D = 75°;

Response time: 13ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080

Touch tech. PCAP 10 points input

Active Display Area (mm) 344.232(W) x 193.536(H)

Frame Rate  (Hz) 60

CPU RK3288, Quad core, 1.8GHz

RAM/EMMC 2G/8G

OS Android 7.1

Dimension (W x H x D) mm 390.6(W) x 244(H) x 41.5(D)

WiFi/BT 2.4GHz/BT4.2

Weight(kg) 1.76 ± 0.10(w/o stand) 
Output Signal 4K HDMI; USB 2.0

I/O Connectors LAN(RJ45); Speaker out; 12V DC IN

Power Consumption
12W/1A Max；
<0.5W sleep mode;

<0.5W  off mode;

Input Rating 12V/2A

Enviroment
Operating Temperature : 0~40°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

15.6” FHD ARM AIO Touch Display

� 15.6” 1920x1080 resolution panel

� ARM RK3288 CPU

� Android 7.1

� 10-point multiple touch 

� 0~40 °°°°C operating temperature

� Dual signal interface with USB 2.0 and 

4K HDMI

� Application: POS

Released date: 2021-03
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Preliminary Product Specification

CPU RK3399, 2xA72(1.8GHz) + 4xA53(1.4Ghz), 64bit

RAM/EMMC 4G/16G

OS Android 7.1

TP PCAP

LCD Technology

Active matrix TFT Color LCD;

21.5” diagonal screen size;

210 cd/m2 (typ.) brightness;

Display Resolution 1920 X 1080

Active Display Area (mm) 476(W) x 267.7(H)

Frame Rate  (Hz) 60

Dimension (W x H x D) mm 538 (W) x 329(H) x 63.2(D)

Weight （（（（kg) <5.5

RF WIFI 2.4G/5G, BT4.0

Speaker 2W x 2

I/O Connectors
DC in; USB3.0x2; LAN; LAN(RS232); HP 

out(3.5mm); UART(3.5mm); HDMI in

Power Consumption 12V @ 2.5A 30W 

Enviroment
Operating Temperature : 0~40°°°°CCCC

Storage Temperature ：-10~60°°°°CCCC

* Please note the product specifications are subject to change without notice

21.5” FHD ARM AIO Touch Display

� 21.5” 1920x1080 resolution panel

� ARM RK3399 CPU

� Android 7.1

� 10-point multiple touch 

� 0~40 °°°°C operating temperature

� Dual signal interface with USB 2.0 and 4K HDMI

� Application: Fitness

Released date: 2021-03
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Preliminary Product Specification

CPU intel 11th Tiger Lake U 15W

DDR 2 x SO-DIMM (Max 32G)

SSD 2.5" SSD SATA 250GB (or 512G)

OS WIN 10

Touch PCAP 10 points input

LCD Technology

21.5” color TFT LCD;

350 cd/m2 (typ.) brightness;

Viewing Angle: L/R = 89°°°°, U/D = 89°°°°;

Response time: 22ms (typ.);

LED life time: 50,000 hrs.

Display Resolution 1920 x 1080

Contrast ratio 1000 (typ.)

Active Display Area (mm) 476.064(H) x 267.786(V)

Frame Rate  (Hz) 60

Dimension (W x H x D) mm 537.92(W) x 329.38(H) x 63.40(D)

Optical DICOM-like, GAMMA 2.2

RF WIFI, BT (Optional)

Speaker 2x2W

Membrane switch Power, Menu, Up, Down (4 keys)

I/O Connectors
Mic in; Line Out; HDMI in; HDMI out; DP out; LANx2; 

USB3.0x4; COM port(RS232x2)

Power Consumption 12VDC @11.5A

Enviroment
Operating Temperature : 0~35°°°°CCCC
Storage Temperature ：-10~60°°°°CCCC

* Please note the product specifications are subject to change without notice

21.5” FHD X86 AIO Medical Touch Display

� 21.5” 1920x1080 Medical AIO display with 10-point 

multiple touch

� Outstanding image quality and DICOM calibrated 

solution

� Intel 11th Tiger Lake  CPU

� WIN 10

� Antibacterial  touch and housing

� Low power consumption and fanless cooling

� Application: Medical

Released date: 2021-03
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AI195GR1

Preliminary Product Specification

CPU RK3399, 2xA72(1.8GHz) + 4xA53(1.4Ghz), 64bit

RAM/EMMC 2G/8G

OS Android 7.1

CG Cover Glass

LCD Technology

Active matrix TFT Color LCD;

19.5” + 11.6”  diagonal screen size;

250 cd/m2 (typ.) brightness;

Display Resolution
19.5”: 1366 x 768

11.6”: 1920 x 1080

Active Display Area (mm)
433.98(W) x 267.7(H)

256.32(W) x 144.18(H)

Frame Rate  (Hz)

Dimension (W x H x D) mm 280(W) x 644(H) x 21(D)

Weight （（（（kg) 5.5 (typ.)

RF WIFI 2.4G

Speaker 1W x 2

I/O Connectors DC in; USB OTG; LAN (RJ45)

Power Consumption 12V @ 2.5A 30W 

Enviroment
Operating Temperature : -10~50°°°°CCCC

Storage Temperature ：-20~50°°°°CCCC

* Please note the product specifications are subject to change without notice

19.5”+11.6” Dual-AIO Display with Cover Glass

� 19.5” 1366x768 + 11.6” 1920x1080 resolution 

panels

� ARM RK3288 CPU

� Android 7.1

� -10~50 °°°°C wide operating temperature

� Dual signal interface with USB and LAN

� Application: POS

Released date: 2021-03
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