LM150HW1

15” 1024x768 High Brightness Customized LCM

LCD Technology

Display Resolution
Active Display Area (mm)
Frame Rate (Hz)

Horizontal Scan (Hz)
Vertical Refresh (Hz)

Dimension (W x H x D) mm
Weight (kg)

Power Consumption

Input Rating

Enviroment

15” 1024x768 resolution panel

Long LED life time: 50,000 hrs.

High brightness 1,600 cd/m? (typ.)
High contrast 2500:1

0~60 °C Wide operating temperature
Application: Kiosk, Outdoor

Color Active Matrix Liquid Crystal Display composed
of a TFT-LCD display;

Screen Diagonal 15 inch

1600 cd/m2 (typ.) brightness;

Contrast ratio (typ.) 2500:1

Viewing Angle: L/R = 88°/88°, U/D =88°/88°
Response time: 8ms (typ.);

LED life time: 50000 hrs.

1024 x 768 XGA

304.1(H) x 228.1(V)

55~70

/

/

326.5(W) x 253.8(H) x 13.94(D)
1.5kg

Max: 45W

24V/2.5A

Operating Temperature : 0~60°C
Storage Temperature : -10~60°C

Released date: 2021-02

* Please note the product specifications are subject to change without notice
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