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Feature

15.6” TFT display 1920 × 1080

400 nits brightness

1000:1 contrast ratio

Ultra Slim: 17mm (Thickness)

DICOM & Gamma 2.2 compliant

WiFi 802.11 ac/a/b/g/n，BT5.0

Type-C PD3.0

50,000-hour LED lifetime

IEC 60601-1 medical safety compliant

Specification

System Information

Processor ARM base 2*A76 (up to 2.2Ghz) + 6*A55 
(up to 2 .0Ghz)

System Memory LPDDR4X，6GB/8GB/12GB (default 6GB)

Graphic Processer ARM Mali G52 up to 820Mhz

Storage

EMMC 5.1 128GB/ 256GB (default 128GB)

Display

LCD Size 15.6 inches Diagonal

Aspect Ratio 16:9

Resolution 1920x1080

Luminance 400cd/m2

Contrast Ratio 1000:1

Pixel Pitch 0.17925 (H) x0.17925 (V) mm

View Angle 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 25ms

Backlight LED, Lifetime 50000Hrs

Touch Type Projective capacitive touch (on cell)

Touch Points 10

CG Surface Treatment AG + AF

I/O Ports

USB Port USB2.0 OTG for ADB and system upgrade x1
Type-C for PD3.0 x1 

Wireless Communication

WLAN 802.11 ac/a/b/g/n (2.4G/ 5.0G WIFI)

Bluetooth BT5.0

Audio

Speaker Output 2x2W

System Control

Keypad Power Button

Software Support

OS Android 15

Color Management DICOM & Gamma 2.2 Compliant

Power

Interface USB Type-C

Protocol USB Power Deliver (PD3.0)

Power Input 15V/3A, 20V/2.25A (TBD)

Adapter NA

Certification

Compliant CE: IEC/EN62368-1 (Safety)
EN 55032/55035 (EMC)

FCC: Part 15, Subpart B, Class B

Mechanical

Dimension (W x L x H) 364 x 230 x 17 mm

Weight 2.0kg

Construction-Front White Plastic

Construction-Rear Metal (Aluminum)

Finishing Anti-microbial (TBD)

Mounting VESA 100x100mm

Environmental

Operating Temp. 0°C ~40°C(32°F ~104°F)

Operating Humidity 5%~ 90%relative humidity, non-condensing

Storage Temp. -20°C ~60°C(-4°F~140°F)

System Fan Fanless

Vibration Test Non-operation 1.5Grms, IEC 60068-2-64, random,
10  ~  200Hz, 30min/axis (X,Y,Z)

Shock Test Non-operation 10Grms, IEC 60068-2-27,half sine,
11ms

IP Rating Front IP65 / Overall: IPX4
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Packing List

Optional Items

Item Quantity
AI156T0R1 Medical Touch Panel PC 1

Items
USB Type-C cable (by request)

Mechanical Drawing

Application

AI156T0R1 15.6” Medical AIO

IO Overview

USB Type-AType-C PD

Ordering Information

Model Name Description
AI156T0R1 15.6” Medical AIO


